Benford

A Terex Company

Over 1.5 m High Discharge Skip.
Fully Hydrostatic Drive to all wheels.
Hydrostatic Braking.

Single control Lever for all functions.
Twin-Lock traction system.

11 kph road speed.

Water cooled Kubota diesel engine.
Heavy Duty Skip and Chassis.

Dumpers

=4
Q
=
-




- HD850 HD1000 Machine Data

Engine

Kubota D905

Power

16.8kW @ 3000 rpm

Dimensions

Width (tyre option 1)

998mm (700 x 12)

Width (tyre option 2)

1120mm (10.0/75-15.3)

Height ROPS up 2483mm
Height ROPS folded 1745mm
Length 2959mm
Discharge Height Max 1595mm
Discharge Height Min 955mm
Turning Radius (inside) 1800mm
Skip Capacity HD850
Max.safe Payload 850 kg
Water 294 litres
Struck 354 litres
Heaped 447 litres
Skip Capacity HD1000
Max.safe Payload 1000 kg
Water 326 litres
Struck 400 litres
Heaped 485 litres
Speed
Forward 0-11 kph
Reverse 0-11 kph
Brakes
Primary Hydrostatic
Parking| Multi-plate inboard wet discs on rear wheels

Drive System

Transmission

Sauer Sundstrand

Final Drive Poclain "Twin Lock" drive system

Unladen Weight HD850 HD1000
Without ROPS 1340 kg 1370 kg

With ROPS 1410 kg 1440 kg

Benford reserve the right to alter the specification

Benford Ltd. The Cape, Warwick, England. CV34 5DR
Tele. +44(0)1926 493466 Fax +44(0)1926 490985
E-Mail sales@benford.co.uk
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